
Performance Data

Model No.             Descr iption

for 24 gauge black elbows

Black Pipe - 24 gauge Crimped Elbows, 90 Degree

                                                                                                                                                               24-602Ctps

Technical Product Speci�cations

General Information

© 2013 

24-602C

Materials
  •  24 gauge (.6mm) black steel

•
•

90 °  �xed elbow
Minimum clearance to conbustibles is 18”
 (45.7cm)

• heavy gauge elbows, crimped one end
to accept lengths of pipe
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M odel No.     Descr iption          A        B          C
6-24-602C      6" (15.2cm) opening        6"         57/8"       7    “1/2

7-24-602C      7" (17.7cm) opening        7"         67/8"       10”
8-24-602C      8" (20.3cm) opening        8"         77/8"       11”

6-24-602C

7-24-602C

8-24-602C

Black Stove Crimped Elbow,
6” Dia. x 90Deg. x 24ga Sheet Metal
(15.2cm x 90Deg. x .060cm)
Black Stove Crimped Elbow,
7” Dia. x 90Deg. x 24ga Sheet Metal
(17.7cm x 90Deg. x .060cm)
Black Stove Crimped Elbow,
8” Dia. x 90Deg. x 24ga Sheet Metal
(20.3cm x 90Deg. x .060cm)
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