
Performance Data
for galvanized HVAC collar

ACWD - Starter Collar with Damper - Galvanized 

De�ecto's policy is one of continual product improvement in design and manufacturing wherever possible, 
therefore all speci�cations and designs are subject to change without notice and without incurring obligations.                                             ACWD

Technical Product Speci�cations

General Information

Material
    •  all galvanized 30 & 28ga
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used to connect main HVAC duct line

  
•  allows �ex duct connection to
   �shlock and bead

Dia

5"

Fishlock & 1/4” Bead Crimp

 ACWD0430  Galv.Starter Collar with damper & handle,�shlock & crimp,4”dia x 5”x 30ga 
     Code                                                  Description

•  c/w galvanized  handle & 2 wingnuts
•  included volume damper

•  allows for �ne air �ow adjustments
•  lock-in air �ow adjustment using wingnuts
•  industry standard �shlock assures for a 

 secure connection to duct work

Handle & Wingnut

Volume damper

•  volume damper assembly is located in the 
 centre of the tube

 ACWD0530  Galv.Starter Collar with damper & handle,�shlock & crimp,5”dia x 5”x 30ga
 ACWD0630  Galv.Starter Collar with damper & handle,�shlock & crimp,6”dia x 5”x 30ga
 ACWD0730  Galv.Starter Collar with damper & handle,�shlock & crimp,7”dia x 5”x 30ga
 ACWD0830  Galv.Starter Collar with damper & handle,�shlock & crimp,8”dia x 5”x 30ga
 ACWD1028  Galv.Starter Collar with damper & handle,�shlock & crimp,10”dia x 5”x28ga
 ACWD1228  Galv.Starter Collar with damper & handle,�shlock & crimp,12”dia x 5”x28ga
 ACWD1428  Galv.Starter Collar with damper & handle,�shlock & crimp,14”dia x 5”x28ga
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