
DAMP - Damper with Handle & Wingnut

Technical Product Speci�cations

DAMP

Model No.  Description

DAMP04 damper w/ handle & wingnut
DAMP05 damper w/ handle & wingnut
DAMP06 damper w/ handle & wingnut
DAMP07 damper w/ handle & wingnut
DAMP08 damper w/ handle & wingnut
DAMP10 damper w/ handle & wingnut
DAMP12 damper w/ handle & wingnut
DAMP14 damper w/ handle & wingnut
DAMP16 damper w/ handle & wingnut

Performance Data
for galvanized �ttings

Material
• galvanized metal

Construction
• mechanical lock

2 5/8”

 Model No. Dia. Cs Cs / Cb     Pc Wt. Lbs
 DAMP04 4" 50 0.13 0.086
 DAMP05 5" 50 0.13 0.131
 DAMP06 6" 50 0.13 0.188
 DAMP07 7" 50 0.28 0.294
 DAMP08 8" 50 0.28 0.382
 DAMP10 10" 50 1.1 0.593
 DAMP12 12" 50 1.13 0.863
 DAMP14 14" 50 2.4 1.17
 DAMP16 16" 50 2.4 1.52

  

Dia. minus 1/4”
.64 cm

6.7 cm

Mechanical Joints

Stud 1/4 - 20 UNC Thread

Galvanized Handle
3" x 3/8" x 0.050 thick

7.62 x 0.95 x 0.13 cm

Thickness:
O 4"  7 = 28ga. Galvanized Metal
O 8"  16 = 26 ga. Galvanized Metal

Galvanized Wing Nut
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