
Technical

   WYC-Galvanized Wye with Collar 

Technical  Product Speci�cations

 WYC034328  Galvanized Wye with Collar, 3” x 4” x 3”dia x 28ga.  
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     Code                                                  Description A x B x C

 

 WYC044428

Performance Data
for galvanized, Wye with Collar 

General Information

Material
  •  galvanized steel

•  thickness - 28ga. to 26ga.
Manufactured
  •  Allows for quick assembly

• 

•  Product is packaged in boxes

• Manufactured for ideal air �ow
Air tight branch �tting

Crimp and bead ensures for easy 
connection

•  Safety edges on all collars
   

 Galvanized Wye with Collar, 4” x 4” x 4”dia x 28ga.
 WYC045326  Galvanized Wye with Collar, 4” x 5” x 3”dia x 26ga.
 WYC045328  Galvanized Wye with Collar, 4” x 5” x 3”dia x 28ga.
 WYC045426  Galvanized Wye with Collar, 4” x 5” x 4”dia x 26ga.
 WYC045428  Galvanized Wye with Collar, 4” x 5” x 4”dia x 28ga.
 WYC046426  Galvanized Wye with Collar, 4” x 6” x 4”dia x 26ga.
 WYC055426  Galvanized Wye with Collar, 5” x 5” x 4”dia x 26ga.
 WYC055428  Galvanized Wye with Collar, 5” x 5” x 4”dia x 28ga.
 WYC055526  Galvanized Wye with Collar, 5” x 5” x 5”dia x 26ga.
 WYC056426  Galvanized Wye with Collar, 5” x 6” x 4”dia x 26ga.
 WYC056428  Galvanized Wye with Collar, 5” x 6” x 4”dia x 28ga.
 WYC066426  Galvanized Wye with Collar, 6” x 6” x 4”dia x 26ga.
 WYC066428  Galvanized Wye with Collar, 6” x 6” x 4”dia x 28ga.
 WYC066626  Galvanized Wye with Collar, 6” x 6” x 6”dia x 26ga.
 WYC066628  Galvanized Wye with Collar, 6” x 6” x 6”dia x 28ga.
 WYC067426  Galvanized Wye with Collar, 6” x 7” x 4”dia x 26ga.
 WYC077426  Galvanized Wye with Collar, 7” x 7” x 4”dia x 26ga.
 WYC077428  Galvanized Wye with Collar, 7” x 7” x 4”dia x 28ga.
 WYC077726  Galvanized Wye with Collar, 7” x 7” x 7”dia x 26ga.
 WYC088828  Galvanized Wye with Collar, 8” x 8” x 8”dia x 28ga.
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De�ecto's policy is one of continual product improvement in design and manufacturing wherever possible, 
therefore all speci�cations and designs are subject to change without notice and without incurring obligations.    WYCtps                          

DEFLECTO/Canada Ltd.  • St. Catharines, Ontario • Canada L2M 3Y2    • www.advp-de�ecto.com      
DEFLECTO CORPORATION • P.O. Box 50057 • Indianapolis, IN 46250 • www.de�ecto.com


